
Network Ports 
Five (5) 10/100/1000 Mbps Ethernet RJ-45 ports 

Power Adapter 
12V, 1.0A power adapter, localized to country of sale 
Power consumption: 4W 

Physical Specifications 
Dimensions (w x d x h): 94 x 104 x 28 mm (3.7 x 4.1 x 
1.1 in) 
Weight: 0.3 kg (0.66 lb) 

Switch Environmental Specifications 
Operating temperature: 32º to 122º F (0º to 50º C) 
Operating humidity: 90% maximum relative humidity, 
non-condensing 
Mean time between failures (MTBF): 5,905,968 hours (~ 
674 years) 

Status LEDs 
Power 
Link, speed, and activity indicators built into each RJ-45 
port 

Performance 
MAC address: 4K Bandwidth: 10 Gbps 

Category 5E Enhanced Data Cable
Features: 24 AWG Bare Copper Conductors 
Polyethylene (Non-Plenum) Insulation 
PVC (Non-Plenum) Jacket 
Applications: Gigabit Ethernet, Bi-
Directional Transmissions, 100 BaseT, 1000 
BaseT, Broad Band Video, Fast Ethernet, 155 
Mbs ATM, TI, ISDN, 622 Mbps ATM 
Commercial/Residential Phone/Fax/Internet 
systems Industry Approvals:  
UL or ETL Verified to ANSI/ TIA/EIA-568B.2 
Category 5E Exceeds: ANSI/TIA/EIA-568B.2 
Category 5E 
UL1666 
Tested to 350 MHz. 
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